
Features:

� Ice chest has 85 lb. capacity

� Foamed polyurethane insulation

� Key lock switch conveniently located on
tower

� Stainless steel inside and out

� Extra wide built in drain pan on the 
dispensing tower

� Removable front and back panels on the
dispensing tower

� Rated at six 12 ounce drinks per minute

� Product line connections: barb 3/8'' water,
3/8'' syrup

� Drain size with 3/4'' I.D. flexible hose from
bin, 5/8'' I.D. flexible hose from tower drain
pan

Options

� Available with or without lighted 
merchandiser

� Available with a cabinet stand

CATG 8545

1722 Sidewinder
Drop-In Post-Mix Dispenser



Technical Specifications:

Cup Clearance: 9 3/4''

Bin Dimensions: 22''W x 16''D x 20''H

Outside Overall Rim Dimensions: 18'' front to back;
24'' left to right 

Height Above Counter: 19 1/2''

Countertop Cut Out: 22 1/4''W x 16 1/4''D

Electrical Rating: Dispensing valves are to be powered
by 24 VAC from a NEC Class 2 UL listed power
supply (Power supply requires 115 VAC 1.5 Amp) 

Agency Listings:

1722 Sidewinder
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For more information or to
place an order, contact
your sales representative
or authorized distributor.

In the US:
Phone: 1-800-238-3600
Fax: 1-800-535-4235
Outside the US:
Phone: 1-763-421-6120
Fax: 1-763-422-3297

IMI Cornelius Inc.
One Cornelius Place
Anoka, MN  55303-6234
USA

NSF®

Model No. Part No. Description Shipping Weight

CB1722-AK6 631100047 1722 Drop-in dispenser with Universal Tower and 6 UF-1 fast flow valves 155 lbs. (70 kgs.)
165398002 Cabinet stand turns a 1722 Drop-in into a freestanding unit 58 lbs. (27 kgs.)

17 3/4''W x 26''D x 30''H

UL®


